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HSF 1220 al 1.27 Red Color
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IDC HOUSING MATERIAL ) =3 [ [l §
Insulation Material:LCP+30%GF(UL94V—0) =& S e §
Contact Material:Phosphor Bronze > P - % P2
Contact plating:Sn Over Ni £ £ _ x : -
SPECIFICATIONS == = :
Insulation Resistance: & NN E
Contact Resistance: 5MQ Min 3 =T 11 =
Withstand Voltage: 1.0 Maxi0Ss aXx /
DC 300V Pins/2 @®
The Cable Assembly Must 100% Test
CABLE MATERIAL XXXE5 a0
Insulation:UL 2678,Grey Red Side @ @
Conductor:30AWG(7/0.1mm)
Electrical: 300V
I/I
1t
. . CONNECT METHOD
Ordering Information
\ P1 Red P2
F3911C- XX XX A B XXX 001 2/ bl bl bl
T ] al al
’—“ 0 b2 b2
No.OF Pins Contact Plating Conn.Color  Length of Line @ a2 a2
10p~100P  S0=1U" Gold Flash/Tin ~ B=Black i
$3=10U" Gold Flash/Tin
S4=15U" Gold Flash/Tin
S$5=30U" Gold Flash/Tin P §
SCALE 3:1
bXX bXX
aXX aXX
(2) | 391 1-XXXUXXWK1 CONN. [ 1.27Pitch CONNECTORS IDC XXP LCP BLACK 2 | pes
@ F1U-A30GXXD0-XXXX-1 WIRE UL2678 PHO. 635mm XXP 30AWG(7/0.1), PVC Grey Red Side | XXX | MM
NO. PART NO. NAME TITLE Q' TY | UNIT
DRAW DATE FIT_|PART NO.
OPER-TION Ding 2017/10/12 SCALE F3911C-XXXXABXXX001 W‘ ON
XX | 040 UNIT | fhch ; A
xxx | z0.05| CHECK DATE v TITLE: Hitp: www.wcon.com
X0 | 2015 1.27 Pitch 1DC/1.27 Pitch nc | WCON-Dongguan WCON~Kunshan
A0 | 2017/10/12 NEW PrrovE Tome SHEET| 1/1 Tel: +86 76 85358920 |Tel: +86 512 57468408
Angle | + 3 Customer NO. Fax: +86 769 85358915 [Fax: +86 512 57468468
REV | DATE MODIFICATION DESCRIPTION CHANGE| bm | ToL PROJ. | €= E-mail: sales@wcon.com |E-mail: salesks@wcon.com
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